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providing a liguid crystal display and a wall mounting device,
wherein the wall mounting device comprises a oross frame,

brackets for supporting a bottom of the liquid crystal display, and /
conncction scotions connecting the cross frame and the brackets,
the cross frame forming through holes comresponding to the
mounting pegs of the hquid orvstal display

connecting the mounting pegs of the lguid orystal display and the /
through holes of the wall mounting device together with a botiom //

of the liguid crystal display being carried by the brackets to thereby
mount the liguid crystal display to the wall mounting device

N\ /
mounting the wall mounting device o a wall to thereby mount the
liquid crystal display to the wall

Fig. 4
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providing a liquid crystal display and a wall mounting device, whergin
the wall mounting device comprises a cross frame, brackets for 101
supporting a bottom of the liquid crystal display, and connection

sections connecting the cross frame and the brackets, the cross frame /
forming through holes corresponding to the mounting pegs of the >

liguid crystal display, the brackets and the connection sections being
both of a number of twe, the two connection sections being spaced
from cach other by a distance smaller than width of the liguid crystal
display, the brackets being each mounted perpendicularly to an end of
the respective connection section that 1s distant from the cross frame

102

mounting the wall mounting device fo a wall /

NS

/ 103

commecting the mounting pegs of the liguid crystal display and the
through holes of the wall mounting device together with a bottom e
of the Houid orystal display carried by the brackets o thereby mount
the Hguid crysial display to a wall by the wall mounting device

Fig. §
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1
WALL MOUNTING DEVICE AND WALL
MOUNTING METHOD FOR LIQUID
CRYSTAL DISPLAY

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to the field of liquid crystal
display, and in particular to a wall mounting device and a wall
mounting method for liquid crystal display.

2. The Related Arts

Due to various advantages of being light and thin, consum-
ing less power, and generating low radiation, liquid crystal
displays have been widely used in a variety of fields. Conven-
tionally, a liquid crystal display is retained in position by a
base placed on a desktop. To reduce the amount of space
occupied by a liquid crystal display and to achieve the pur-
poses of aesthetics and decoration, a wall mounting device is
provided to the liquid crystal display to allow the liquid
crystal display to be directly mounted to a wall.

As shown in FIG. 1, in the structure of an existing design of
liquid crystal display, a wall mounting structure is often com-
posed of mounting pegs 200 that are riveted to a back frame
100 of a liquid crystal display. The mounting pegs 200 form
internal threading, whereby through engagement made
between bolts and the internal threading, wall mounting can
be achieved. However, to enable the mounting pegs 200 to
bear the weight of an entire set of television, the requirements
for riveting operation, the thickness of the back frame 100,
and design of the mounting pegs 200 must be greatly
upgraded and this makes the design complicated.

SUMMARY OF THE INVENTION

An object of the present invention is to provide a wall
mounting device for liquid crystal display, which uses brack-
ets to reduce the number of mounting pegs used in the liquid
crystal display and to enable the use of a thinner back frame
for the liquid crystal display and a simpler design for wall
mounting pegs, thereby effectively improving reliability of
wall mounting arrangement and effectively lowering down
cost.

Another object of the present invention is to provide a wall
mounting method for liquid crystal display, of which the
operation is easy, convenient, and efficient so as to reduce the
installation cost.

To achieve the objects, the present invention provides a
wall mounting device for liquid crystal display, which com-
prises: a cross frame, brackets for supporting a bottom of a
liquid crystal display, and connection sections connecting the
cross frame and the brackets. The cross frame forms through
holes corresponding to the mounting pegs of the liquid crystal
display. To assemble, the bottom of the liquid crystal display
is positioned on the brackets and the mounting pegs and the
through holes are connected to each other so as to couple the
liquid crystal display and the wall mounting device together.

The brackets are each mounted perpendicularly to an end
of the respective connection section that is distant from the
cross frame.

The brackets and the connection sections are both of a
number of two.

The two brackets are set in the same direction with respect
to the connection sections.

The two connection sections are spaced from each other by
a distance smaller than width of the liquid crystal display.

The cross frame, the brackets, and the connection sections
are integrally formed together.
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The present invention also provides a wall mounting
method for liquid crystal display, which comprises the fol-
lowing steps:

Step 1: providing a liquid crystal display and a wall mount-
ing device, wherein the wall mounting device comprises a
cross frame, brackets for supporting a bottom of the liquid
crystal display, and connection sections connecting the cross
frame and the brackets, the cross frame forming through holes
corresponding to the mounting pegs of the liquid crystal
display;

Step 2: connecting the mounting pegs of the liquid crystal
display and the through holes of the wall mounting device
together with a bottom of the liquid crystal display being
carried by the brackets to thereby mount the liquid crystal
display to the wall mounting device; and

Step 3: mounting the wall mounting device to a wall to
thereby mount the liquid crystal display to the wall.

The brackets and the connection sections are of a number
of'two and the two connection sections are spaced from each
other by a distance smaller than width of the liquid crystal
display. The brackets are each mounted perpendicularly to an
end of the respective connection section that is distant from
the cross frame.

The cross frame, the brackets, and the connection section
are integrally formed together.

The present invention also provides a wall mounting
method for liquid crystal display, which comprises the fol-
lowing steps:

Step 101: providing a liquid crystal display and a wall
mounting device, wherein the wall mounting device com-
prises a cross frame, brackets for supporting a bottom of the
liquid crystal display, and connection sections connecting the
cross frame and the brackets, the cross frame forming through
holes corresponding to the mounting pegs of the liquid crystal
display, the brackets and the connection sections being both
of'a number of two, the two connection sections being spaced
from each other by a distance smaller than width of the liquid
crystal display, the brackets being each mounted perpendicu-
larly to an end of the respective connection section that is
distant from the cross frame;

Step 2: mounting the wall mounting device to a wall; and

Step 3: connecting the mounting pegs of the liquid crystal
display and the through holes of the wall mounting device
together with a bottom of'the liquid crystal display carried by
the brackets to thereby mount the liquid crystal display to a
wall by the wall mounting device;

wherein the cross frame, the brackets, and the connection
sections are integrally formed together.

The efficacy of the present invention is that the present
invention provides a wall mounting structure of liquid crystal
display, which uses brackets to support a bottom of the liquid
crystal display so as to reduce the number of mounting pegs
used in the liquid crystal display, effectively lower down the
cost, and enable the use of a thinner back frame for the liquid
crystal display and a simpler design for the mounting peg
thereby effectively improving the reliability of wall mounting
arrangement. The present invention also provides a wall
mounting method for liquid crystal display, which uses a wall
mounting device to realize a wall mounting operation of a
liquid crystal display simple, easy, and efficient and also
reducing installation cost.

For better understanding of the features and technical con-
tents of the present invention, reference will be made to the
following detailed description of the present invention and the
attached drawings. However, the drawings are provided for
the purposes of reference and illustration and are not intended
to impose undue limitations to the present invention.
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3
BRIEF DESCRIPTION OF THE DRAWINGS

The technical solution, as well as beneficial advantages, of
the present invention will be apparent from the following
detailed description of an embodiment of the present inven-
tion, with reference to the attached drawings. In the drawings:

FIG. 1 is a schematic view showing the structure of a
conventional liquid crystal display wall mounting peg;

FIG. 2 is a schematic view showing a wall mounting device
for liquid crystal display according to the present invention;

FIG. 3 is a schematic view showing arrangement of the
wall mounting device of the present invention and a liquid
crystal display;

FIG. 4 is a flow chart showing a wall mounting method for
liquid crystal display according to a preferred embodiment of
the present invention; and

FIG. 5 is a flow chart showing a wall mounting method for
liquid crystal display according to another preferred embodi-
ment of the present invention.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

To further expound the technical solution adopted in the
present invention and the advantages thereof, a detailed
description is given to a preferred embodiment of the present
invention and the attached drawings.

Referring to FIGS. 2 and 3, the present invention provides
a wall mounting device for liquid crystal display, which com-
prises: a cross frame 20, brackets 60 for supporting a bottom
of a liquid crystal display 40, and connection sections 80
connecting the cross frame 20 and the brackets 60. The cross
frame 20 forms through holes 22 corresponding to mounting
pegs 42 attached to the liquid crystal display 40. To assemble,
the bottom of the liquid crystal display 40 is positioned on and
carried by the brackets 60 and the mounting pegs 42 and the
through holes 22 are connected to each other so as to couple
the liquid crystal display 40 and the wall mounting device
together. Since the brackets 60 carry a fraction of the weight
of the liquid crystal display 40, the mounting pegs 42 only
carry a reduced weight and are thus allowed to use a simpler
mounting peg design thereby lowering down the manufacture
cost.

Preferably, the brackets 60 and the connection section 80
are both of a number of two. The brackets 60 are mounted
perpendicularly to an end of the connection sections 80 that is
distant from the cross frame 20. The two brackets 60 are set in
the same direction with respect to the connection sections 80
and both are arranged in a direction toward the liquid crystal
display 40.

To support the liquid crystal display 40, the two connection
sections 80 are spaced from each other by a distance that is
smaller than width of the liquid crystal display 40. Further-
more, the two brackets 60 are spaced from each other by a
distance smaller than the width of the liquid crystal display
40.

The cross frame 20, the brackets 60, and the connection
sections 80, after being manufactured separately, are coupled
to each other through screws. Preferably, the cross frame 20,
the brackets 60, and the connection sections 80 are integrally
formed together.

Referring to FIGS. 3 and 4, the present invention also
provides a wall mounting method for a liquid crystal display,
which comprises the following steps:

Step 1: providing a liquid crystal display and a wall mount-
ing device.
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The wall mounting device comprises a cross frame 20,
brackets 60 for supporting a bottom of the liquid crystal
display 40, and connection sections 80 connecting the cross
frame 20 and the brackets 60. The cross frame 20 forms
through holes 22 corresponding to the mounting pegs 42 of
the liquid crystal display 40. Preferably, the brackets 60 and
the connection sections 80 are both of a number of two. The
brackets 60 are mounted perpendicularly to an end of the
connection sections 80 that is distant from the cross frame 20.
The cross frame 20, the brackets 60, and the connection
sections 80 can be manufactured separately and are then
coupled together through screws. Preferably, the cross frame
20, the brackets 60, and the connection sections 80 are inte-
grally formed together.

Step 2: connecting the mounting pegs 42 of the liquid
crystal display and the through holes 22 of the wall mounting
device together with a bottom of the liquid crystal display 40
being carried by the brackets 60 to thereby mount the liquid
crystal display 40 to the wall mounting device.

The two brackets 60 are set in the same direction with
respect to the connection sections 80 and both are arranged in
a direction toward the liquid crystal display 40. The two
connection sections 80 are spaced from each other by a dis-
tance that is smaller than width of the liquid crystal display
40. Furthermore, the two brackets 60 are spaced from each
other by a distance smaller than the width of the liquid crystal
display 40.

Step 3: mounting the wall mounting device to a wall to
thereby mount the liquid crystal display 40 to the wall.

Referring to FIGS. 3 and 5, the present invention also
provides a wall mounting method for liquid crystal display,
comprising the following steps:

Step 101: providing a liquid crystal display and a wall
mounting device.

The wall mounting device comprises a cross frame 20,
brackets 60 for supporting a bottom of the liquid crystal
display 40, and connection sections 80 connecting the cross
frame 20 and the brackets 60. The cross frame 20 forms
through holes 22 corresponding to mounting pegs 42 of the
liquid crystal display 40. Preferably, the brackets 60 and the
connection sections 80 are both of a number of two. The
brackets 60 are mounted perpendicularly to an end of the
connection sections 80 that is distant from the cross frame 20.
The cross frame 20, the brackets 60, and the connection
sections 80 can be manufactured separately and are then
coupled together through screws. Preferably, the cross frame
20, the brackets 60, and the connection sections 80 are inte-
grally formed together.

Step 102: mounting the wall mounting device to a wall.

Any known mounting methods can be used to mount the
wall mounting device to a wall. Preferably, a predetermined
gap is set between the cross frame 20 and the wall to allow a
subsequent operation of mounting the liquid crystal display
40 to the wall mounting device.

Step 103: connecting the mounting pegs 42 of the liquid
crystal display 40 and the through holes 22 of the wall mount-
ing device together with a bottom of the liquid crystal display
40 being carried by the brackets 60 to thereby mount the
liquid crystal display 40 to a wall by the wall mounting
device.

The two brackets 60 are set in the same direction with
respect to the connection sections 80 and both are arranged in
a direction toward the liquid crystal display 40. The two
connection sections 80 are spaced from each other by a dis-
tance that is smaller than width of the liquid crystal display
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40. Furthermore, the two brackets 60 are spaced from each
other by a distance smaller than the width of the liquid crystal
display 40.

In summary, the present invention provides a wall mount-
ing structure of liquid crystal display, which uses brackets to
reduce the number of mounting pegs used in the liquid crystal
display so as to effectively lower down the cost and enable the
use of a thinner back frame for the liquid crystal display and
a simpler design of mounting peg thereby eftectively improv-
ing the reliability of wall mounting arrangement. The present
invention also provides a wall mounting method for liquid
crystal display, which uses a wall mounting device to realize
a wall mounting operation of a liquid crystal display simple,
easy, and efficient and also reducing installation cost.

Based on the description given above, those having ordi-
nary skills of the art may easily contemplate various changes
and modifications of the technical solution and technical
ideas of the present invention and all these changes and modi-
fications are considered within the protection scope of right
for the present invention.

What is claimed is:

1. A wall mounting method for a liquid crystal display,

comprising the following steps:

(1) providing a liquid crystal display that has a bottom and
a top portion comprising mounting pegs mounted
thereto and a wall mounting device, wherein the wall
mounting device comprises a cross frame extending in a
horizontal direction, two brackets for supporting the
bottom of the liquid crystal display, and two connection
sections mounted to and extending vertically from the
cross frame and having distal free ends from which the
brackets respectively and perpendicularly extend, so
that the brackets are spaced from and opposite to the
cross frame and the cross frame and the brackets are
connected by the connection sections to each other in
such a way that the brackets are substantially perpen-
dicular to the horizontal direction of the cross frame and
the connection sections, the two connection sections
being spaced and separated from each other in the hori-
zontal direction, the cross frame forming through holes
corresponding to the mounting pegs of the liquid crystal
display;

(2) connecting the mounting pegs of the liquid crystal
display and the through holes of the wall mounting
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device together with the bottom of the liquid crystal
display being carried and supported by the brackets to
thereby mount the liquid crystal display to the wall
mounting device; and

(3) mounting the wall mounting device to a wall to thereby

mount the liquid crystal display to the wall.

2. The wall mounting method for liquid crystal display as
claimed in claim 1, wherein the two connection sections are
spaced from each other by a distance smaller than a width of
the liquid crystal display.

3. The wall mounting method for liquid crystal display as
claimed in claim 1, wherein the cross frame, the brackets, and
the connection section are integrally formed together.

4. A wall mounting method for liquid crystal display, com-
prising the following steps:

(1) providing a liquid crystal display that has a bottom and

a top portion comprising mounting pegs mounted
thereto and a wall mounting device, wherein the wall
mounting device comprises a cross frame extending in a
horizontal direction, two brackets for supporting the
bottom of the liquid crystal display, and two connection
sections mounted to and extending vertically from the
cross frame and having distal free ends from which the
brackets respectively and perpendicularly extend, so
that the brackets are spaced from and opposite to the
cross frame and the cross frame and the brackets are
connected by the connection sections to each other in
such a way that the brackets are substantially perpen-
dicular to the horizontal direction of the cross frame and
the connection sections, the two connection sections
being spaced and separated from each other in the hori-
zontal direction, the cross frame forming through holes
corresponding to the mounting pegs of the liquid crystal
display;

(2) mounting the wall mounting device to a wall; and

(3) connecting the mounting pegs of the liquid crystal

display and the through holes of the wall mounting
device together with the bottom of the liquid crystal
display carried and supported by the brackets to thereby
mount the liquid crystal display to a wall by the wall
mounting device;

wherein the cross frame, the brackets, and the connection

sections are integrally formed together.
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